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|deal for both replacement
and new-build projecots

The Casio UST can be mounted close to the wall and create large, powerful presentations
even in smaller rooms. The Casio UST is switchable between WXGA and XGA resolutions
offering compatibility with new and existing installations. On screen shadowing
is virtually eliminated, allowing for more creative and engaging presentations.

The mercury-free Laser & LED light source offers excellent total cost of ownership,
with virtually no maintenance throughout the projector’s 20,000 hour lifetime.

Key features
® Lamp-free ® Creston Roomview Express® ® Extensive connectivity options

= 3,100 ANSI lumens ® Quick start and stop m Can be retrofitted to existing
®m WXGA resolution with XGA = Low power consumption installations
compatibility option = Lifetime filter (dust resistant) = HD ready

See how much you can save with Casio Projectors
casio.co.uk/tco

Discover more by visiting casio.co.uk/projectors or contact us
e: projectors@casio.co.uk t: 020 8208 9453



http://www.projectors@casio.co.uk
http://www.casio.co.uk/tco

Technical Specifications

Model a Sho 0
Specification XJ-UT310WN
Display Technology: | DLP" chip
Resolution: | WXGA (1280 x 800 pixels)
Brightness: | 3,100 ANSI lumens
Light source Type: | Laser & LED Hybrid technology

Life expectancy:

Up t0 20,000 hours

Projected image

Contrast ratio:

1,800:1

Colour depth: | 16.77 million colours
Projection lens Type: | Fixed Zoom/Manual Focus
Projection ratio: | 0.28:1
Offset: | 118% (60")
Min. distance | 0.06m
Focus | Manual
Projection Projection screen size: | 50 - 100"
60" screen (diagonal): | 013m
100" screen (diagonal): | 040m
Keystone correction Vertical: | Manual +/- 50
Interface terminals Computer: | Inputs: UXGA (1600 x 1200 pixels)
Digital input: | 1x HDMI type A (480p - 1,080p)
Video: | 1xS-Video

1x RCA (composite)

Component video:

via 2 x D-sub 15-pin
(YCbCr/YPbPrinput with commercially available adapter)

Audio;

Inputs: 1x RCA (Composite) x 1, 2 x 3.5mm stereo mini jack

Output: 2 x Stereo mini jack

RS-232C serial

1x Mini D-sub 9 pin

LAN Terminal

1x RJ-45 (Crestron RoomView Connected)

USB / Built-in Memory:

1x USB type A (USB 2.0), 1 x USB type B / 2GB built-in memory

Compatible USB devices

USB flash drive, CASIO YW-3 wireless adapter, CASIO YC-400/YC-430 multifunctional camera system

Wireless connectivity

Wireless LAN Adapter (YW-3) included (80211 b/g/n)

Additional functions

Direct Power on/off, rear projection, image freeze, blank screen, ceiling mount, USB autoplay

Audio volume

Speaker output

6w

Operating noise:

33 dB (default mode) /28 dB (safe mode)

Power consumption

Operating

230W full, 185W Ecol

Standby:

04W (LAN off), 48W (LAN on)

Computer compatibility

Max. resolution (compressed)

UXCA (1600 x 1200 pixels)

Video compatibility

Video standards

NTSC/ PAL/ PAL-N/ PAL-M/ PAL60/ SECAM

Signals

Composite video, YCbCr, YPbPr

On-screen menu

Languages

Japanese, English, Spanish, German, Italian, French, Swedish, Chinese (simplified/traditional), Korean, Turkish, Portuguese, Russian

Included accessories

Remote Control (YT-140) with x2 AAA batteries, YW-40 wireless adapter, RGB cable, power cable, set-up guide,
carrying bag, YM-80 wall mount

Other specs Dimensions (wx hxd): | Max413 x 333 x153 mm (including cover), Max 338 x 333 x 153 mm (excluding cover)
Weight | 5.7kg
Body colour: | White
Operating temperature: | 5°-35°C
Warranty: | Projector & Light source: 5 years or 10,000 hours (whichever comes first — T&Cs apply)
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